
GASTAPE® 410100
GENERAL PURPOSE ETHYLENE OXIDE (EO) INDICATOR TAPE

TECHNICAL DATA
GENERAL DESCRIPTION 
Gastape is a manilla colored self-adhering tape. The word "gas" is printed repeatedly in a diagonal format along the length of 
each Gastape roll. Each roll is approximately 60 yards (55 m) long and 1" (25 mm) wide.

APPLICATION
Gastape can be used to seal EO sterilization packs wrapped in nonwoven or muslin wrappers. Gastape is designed for use in 
common EO sterilizing processes. The word "gas" is printed using chemical indicator ink along the length of the tape. The 
indicator ink is responsive to the process parameters of EO sterilization. During the sterilization cycle, the red/rust color of the 
indicator ink on Gastape changes to a green color. If no color change occurs, this may indicate that Gastape was not exposed 
to the sterilant as a result of an equipment malfunction or procedural error in the sterilization process. 

FEATURES BENEFITS
Chemical indicator for EO Vivid color change provides an immediate indication 

of exposure to the sterilant

The word "gas" is printed along the length Identifies the tape for use in EO gas cycles only
of each roll of tape

Lot number on packaging Enhances traceability and documentation

May be used with a tape dispenser with a 3" core Ease of storage and use

Tape surface can be written on with indelible ink Facilitates labeling
without smearing

TECHNICAL PROPERTIES

Chemical indicator: a chemical indicator for ethylene oxide

Tape width available: 1" (25 mm)

Tape length: approximately 60 yards (55 m) long

Approximate inside diameter of Gastape roll: 3" (76 mm)

DIRECTIONS FOR USE
Use Gastape to seal the pack to be EO sterilized. After the sterilization/aeration process, observe the Gastape. Verify that a 
distinct color change has occurred in the Gastape indicator ink. If the indicator ink is unchanged, exposure to the sterilization 
process may not have occurred due to an equipment malfunction or a procedural error in the sterilization process. 

A multiple tape dispenser (part number PD004) is available from STERIS for use with Gastape.

STORAGE CONDITIONS
Gastape should be stored in a cool, dry place.

SERVICE

Sales
Service is one of the most important ways to verify consistent quality of the facility’s performance and operation. A tailored 
service program by STERIS provides effective, trouble-free operations.

Technical

STERIS is pleased to provide a completely staffed and equipped technical service laboratory capable of performing needed 

tests and providing both telephone and on-site assistance when needed. More details on how this service can benefit a 

facility’s particular situation can be provided upon request.
450-100-5592 (04/01/09)



ORDERING INFORMATION

Description Quantity Reorder Number
Gastape 1" x 60 yd (25 mm x 55 m) 9 rolls/sleeve 410100
For further information, please contact:

STERIS Corporation
5960 Heisley Road
Mentor, OH  44060-1834 • USA
440-354-2600 • 800-548-4873
www.steris.com
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